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40V, 325.8A, 0.8mQ N-channel Power SGT MOSFET

JMSH04011G4L
Product Summary
Features
e Low Gate Charge Parameters Value Unit
e 100% UIS Tested Vpss 40 \
e 100% AVds Tested Vasiih)_Typ 2.8 \
« Halogen-free; RoHS-compliant In(@Vss=10V) 325.8 A
RDS(ON)_Typ(@VGS=1OV) 0.8 mQ

Applications

RoHS
e Load Switch ‘f

o PWM Application

¢ Power Management
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Ordering Information

Device Marking MSL Form Package Reel(pcs) Per(;:czlr)ton
JMSHO04011G4L-13 | SH040114L 1 Tape&Reel PDFN5x6-8L 5000 50000
Absolute Maximum Ratings (@ T = 25°C unless otherwise specified)

Symbol Parameter Value Unit
Vbs Drain-to-Source Voltage 40 \%
Vs Gate-to-Source Voltage +20 \%

. . Tc=25°C 325.8
| A
D Continuous Drain Current To=100°C 5304
lom Pulsed Drain Current & Refer to Fig.4 A
Ens Single Pulsed Avalanche Energy ) 662 mJ
o Tc=25°C 189.6
P W
D Power Dissipation To=100°C 948

T, Tste Junction & Storage Temperature Range -55to0 175 °C

Thermal Characteristics

Symbol Parameter Max Unit
Rasa Thermal Resistance, Junction to Ambient® 42 SCIW
Regic Thermal Resistance, Junction to Case 0.79

Www.jjwdz.com
All product information is copyrighted and subject to legal disclaimers. REV 1.1|1/7




Electrical Characteristics (T, = 25°C unless otherwise specified)

Symbol

Off Characteristics

V(eripss
Ipss

IGSS

Vst
Rpson)

Ry

Cis
Coss
Crss
Qq
Qgs
Qqd

»

taon)

tacofr)
t

Notes:

Static Drain-Source ON-Resistance

VGS = OV, VDS = 20V,
f=1MHz

VGS =0to 10V
VDS = ZOV, ID = 20A

VGS: 1OV, VDD =20V
ID: ZOA, RGEN =3Q

Body Diode Forward Voltage Vs =0V, Ig= 20A

Body Diode Reverse Recovery Time )
Iz = 20A, di/dt = 100A/us
Body Diode Reverse Recovery Charge

1. Repetitive Rating: Pulse Width Limited by Maximum Junction Temperature.

2. Exs condition: Starting T,=25C, Vpp=20V, V=10V, Rg=250hm, L=3mH, 1,5=21A, Vp,=0V during time in avalanche.

3. Rgsa is measured with the device mounted on a linch? pad of 20z copper FR4 PCB.

4. Pulse Test: Pulse Width<<300ps, Duty Cycle<0.5%.

Min.

40

Typ.

2.8
0.8

2.0
5653
1619

63

78

26

12

19
35
54
18

52
61

Max.

1.0
+100

4.0
1.0

8479
2429
126

326
1303
12
77

Unit

pA
nA

mQ

pF
pF
pF
nC
nC
nC

ns
ns
ns

ns

ns
nC
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JMSH04011G4L

Typical Performance Characteristics

Figure 5: Output Characteristics
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Figure 6: Typical Transfer Characteristics
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Figure 8: Body Diode Characteristics
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Typical Performance Characteristics
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Figure 11: Normalized Breakdown Voltage vs.
Junction Temperature
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Figure 15: Maximum Safe Operating Area
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Figure 12: Normalized on Resistance vs.
Junction Temperature
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” JMSH04011G4L

Test Circuit

Figure 1. Gate Charge Test Circuit & Waveform

Figure 2: Resistive Switching Test Circuit & Waveform
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Figure 3: Unclamped Inductive Switching Test Circuit& Waveform
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Figure 4: Diode Recovery Test Circuit & Waveform
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Package Mechanical Data(PDFN5X6-8L)
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DIMENSIONS MILLIMETERS

Information furnished in this document is believed to be accurate and reliable.

However, Jiangsu JieJie Microelectronics Co.,Ltd assumes no responsibility for the
consequences of use without consideration for such information nor use beyond it.
Information mentioned in this document is subject to change without notice, apart from that
when an agreement is signed, Jiangsu JieJie complies with the agreement.

Products and information provided in this document have no infringement of patents. Jiangsu
JieJie assumes no responsibility for any infringement of other rights of third parties which may
result from the use of such products and information.

@

” is a registered trademark of Jiangsu JieJie Microelectronics Co.,Ltd.
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